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MMaarrkkiinnggss

Warning

Warns you of high risk of damage to the fixture or injury.

Risk of electrical injury.

Warns you of high risk of electrical injury should a live part be directly or

indirectly touched.

Notice

Warns you about possible damage to the fixture.

Important

Important information regarding the usage of your fixture.

Note

Gives you general information about the usage of your fixture.



PPlleeaassee rreeaadd tthhiiss mmaannuuaall ccaarreeffuullllyy aanndd kkeeeepp iitt
iinn ccaassee yyoouu nneeeedd aassssiissttaannccee wwhhiillee ppeerrffoorrmmiinngg
mmaaiinntteennaannccee aanndd cclleeaanniinngg pprroocceedduurreess..

LLAASSVVIITT GGLLAASSSS CCOOLLLLEECCTTIIOONNSS AARREE UUNNIIQQUUEE AANNDD HHAANNDDCCRRAAFFTTEEDD..

Tiny bubbles and other irregularities may occur due to the nature of the

glass-blowing technique.

Thank you for purchasing a Lasvit Collection.
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11// TTeecchhnniiccaall ppaarraammeetteerrss

Item ID / CL036PA-1CE

Dimensions / 220 mm x H 1327 mm x L mm

Color variants / clear

Weight / approx. 9 kg

Input voltage / 220 – 240 V AC, 50/60 Hz

Rated power / max. 15 W

Light source / 6 × 2W LED module

Protection rating / IP 20

Safety class / CLASS I

Please read this manual carefully and keep it in case you need

assistance while performing maintenance and cleaning procedures.
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22// SStteepp--bbyy--sstteepp iinnssttaallllaattiioonn

BBeeffoorree ssttaarrttiinngg aannyy pprroocceedduurreess mmaakkee ssuurree tthhaatt tthhee ppoowweerr ttoo tthhee

lliigghhttiinngg ffiixxttuurree iiss sswwiittcchheedd OOFFFF aanndd sseeccuurreedd aaggaaiinnsstt uunnaauutthhoorriizzeedd,,

nneegglliiggeenntt oorr aacccciiddeennttaall sswwiittcchhiinngg oonn..

Should the cable need to be shortened, ask a qualified technician

(licensed electrician) to disconnect the cable, shorten it and reconnect it,

detail instructions can be found in the chapter CCaabbllee sshhoorrtteenniinngg. The same

applies to lenghtening the cable, however a new, longer cable needs to be

purchased separately. Lasvit shall not be held liable for any injuries or

damage to the fixture or other property caused by unauthorised

manipulation with the cable or its parts.

TToo rreettaaiinn qquuaalliittyy ooff hhaanndd--bblloowwnn ggllaassss,, LLaassvviitt rreeccoommmmeennddss ttoo cclleeaann

tthhee ggllaassss aatt lleeaasstt eevveerryy 33 mmoonntthhss..

Fixing material is not part of the lighting fixture kit. Refer to the

relevant section of this manual for suitable fixing materials and

components.

Proper fixing shall be the responsibility of the customer.

Installation and electrical wiring should be carried out by a qualified

electrician to prevent any damage to health or property.

The manufacturer shall not be held liable for any defects caused by

unqualified handling of the lighting fixture.

This lighting fixture is to be mounted on fire proof surfaces.

Do not cover the lighting fixture with any material, it is necessary for

the hot parts to be cooled by freely flowing air, otherwise there is a risk of

fire.

Do not spin the pendant ! Spinning the pendant may result in breaking

of the suspension cable and/or electrical malfunction!
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Please do not install the pendant at the eye level.

If you will install the pendant in an area where unwanted reflections

from different surfaces (floor, wall, ceiling) may occur, you have to make

allowance for light scattering that can produce different light phenomena

on the surface.

If you find that your pendant shines uncomfortably (too sharp), you will

find diffusers in the package that you can easily install.
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For indoor use only. Installation requires 2 persons.
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33// CCaannooppyy ddiissaasssseemmbbllyy

N

L +
-

44// FFiixxiinngg

FFiixxiinngg mmaatteerriiaall iiss nnoott iinncclluuddeedd..

Lasvit shall not be held liable for any injuries or damage to the fixture

or other property caused during installation or by improper fixing.

Consulting a specialist before choosing type of fixing materials and

procedures for a given fixture is highly recommended.

When installing a pendant in a concrete or brick ceiling be sure to use

dowels (N). If you are installing a pendant on a wooden ceiling, use at least

5 mm thick thermal insulation material.

Please switch off the light circuit in the circuit breaker before

installation.

Pictures shown are for illustration purposes only.
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SStteepp 33

SStteepp 44

((NN)) Dowel

+
N L -

NL

N



8

55// EElleeccttrriiccaall wwiirriinngg
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5.1/ Light source cable

DDeettaaiill AA

1

2

3

3

B

3

3

3a

3b 3c
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5.2/ Connection of mains input and light source
output

DDeettaaiill BB

L N

to Power supply
to Ballast

DDeettaaiill CC

Connection – all constant current Led chips are connected in series.

LED LEDLED

3 41 2 5 6 7 8

2 3 4 5 6 7 8

3 41 2 5 6 7 8

3 41 2 5 6 7 8
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66// CCaannooppyy mmoouunnttiinngg
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77// IInnssttaallllaattiioonn ooff tthhee ggllaassss ccoommppoonneennttss

When installing the glasses according to the markings in picture X, the

glasses on the luminaire will be in the visual plane.

Tighten the screws with care to avoid damaging the thread.

Aligning glass components to the plane (P).

1 1

2 2

P

1

1 X

X1
X2

X3 X4 X5 X6
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88// LLiigghhtt ssoouurrccee rreeppllaacceemmeenntt

In case of light source failure, please contact the Lasvit manufacturer. Will

be needed send a part of fixture (page 9, pos. B).

99// IInnssttaallllaattiioonn nnootteess

9.1/ Cable shortening

This adjustment can be carried out only by a qualified electrician

(trained electrician).

Perform the cable adjustment according to valid standards.

PPiiccttuurree 11:: Adjusted cable from the manufacturer (LASVIT).

PPiiccttuurree 22:: Shortening the cable to the desired length.

PPiiccttuurree 33:: Remove only the top insulation. The basic insulation of the

conductor must not be broken.

PPiiccttuurree 44:: Final adjustment of the cable for its connection. Additional

insulation (positions F, G), stripped ends of wires with tubes.

1 2

3 4

F G
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1100// WWaarrrraannttiieess aanndd WWaarrrraannttyy TTeerrmmss aanndd
CCoonnddiittiioonnss

11.. The warranty is defined in Price Quotation (PQ) or in Purchase

Agreement (PA). If nnoott ssttaatteedd ootthheerrwwiissee, the warranty shall not

cover the lliigghhtt ssoouurrcceess, maintenance, service and cleaning and the

standard warranty shall be set at 2 years. Any other warranties

must be specified in PQ or PA. The Customer must submit a valid

agreement, invoice or another payment document as a base for any

complaint.

22.. If the warranty covers the detected defect, the Customer shall

inform Sales (by e-mail or phone, defining the project / product

number, the project / product name, the areas where the defect has

emerged, and the sketch number. The Customer shall describe the

defect).

33.. Sales shall proceed based on the internal guideline for complaint

management.

44.. The Manufacturer shall analyze the origins of the defect either at

the Customer's or at the Manufacturer's, after the defective

product has been delivered to the Manufacturer's premises.

55.. After the analysis, the decision about acknowledgement or refusal

of the complaint and the respective explanation shall be passed on

to Sales.

66.. Sales shall submit information about acknowledgement / refusal of

the complaint to the Customer within 7 workdays from reporting

the defect at the latest. Sales shall agree further steps with the

Customer (e.g. the date of repair, replacement, etc., based on the

Customer's and Manufacturer's capacities). Unless agreed

otherwise, the Manufacturer shall eliminate any defect within 30

days from the date of submittal of the complaint.

77.. The complaints shall not cover any defects caused by the Customer,

normal wear and tear, or by failure to follow the service manual or

installation manual. The complaints shall not cover any defects

caused by force majeure.

88.. TThhee aannaallyyssiiss mmaayy lleeaadd ttoo tthhee ffoolllloowwiinngg ccoonncclluussiioonnss::

MMaannuuffaaccttuurreerr''ss ffaauulltt::

•• The product is repairable at the Customer's at the Manufacturer's cost.
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•• The product is repairable at the Manufacturer's at the Manufacturer's

cost.

•• The product is not repairable and shall be replaced by a tested functional

one at the Manufacturer's cost.

•• The product is not repairable and the Manufacturer cannot offer any

replacement. The Manufacturer shall offer another product. The

Customer shall accept the offer and settle the new product by a

difference payment, or the Manufacturer shall pay a difference payment

to the Customer.

•• The product is not repairable and the Manufacturer cannot offer any

replacement. The Manufacturer shall issue a refund to the Customer.

CCuussttoommeerr''ss ffaauulltt::

•• The product is repairable at the Customer's at the Customer's cost.

•• The product is repairable at the Manufacturer's at the Customer's cost.

•• The product is not repairable and shall be replaced by a verified and

functional one at the Customer's cost.

•• The product is not repairable and the Manufacturer cannot offer any

replacement. The Manufacturer may offer another product for purchase.

NNeevveerr ddiissppoossee ooff tthhiiss pprroodduucctt iinn mmiixxeedd mmuunniicciippaall wwaassttee,,

iitt mmuusstt bbee ssuubbmmiitttteedd aatt tthhee ddeessiiggnnaatteedd ddiissppoossaall iinnssttaallllaattiioonn..
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The fxture was designed and manufactured by /

Lasvit s.r.o. / Komunardů 32 / 170 00 Praha 7 /

Czech Republic T +420 481 120 810 / F +420 481 120 622 /

E lasvit@lasvit.com lasvit.com

MMaannuuaall ccrreeaatteedd

24.10.2022



In case you need any assistance or have

any suggestion, please contact us at

lasvit.com

© LASVIT s.r.o. / Komunardů 894/32

170 00 Prague 7 / Czech Republic

www.lasvit.com

	1/ Technical parameters 
	2/ Step-by-step installation 
	3/ Canopy disassembly 
	4/ Fixing 
	5/ Electrical wiring 
	6/ Canopy mounting 
	7/ Installation of the glass components 
	8/ Light source replacement 
	9/ Installation notes 
	10/ Warranties and Warranty Terms and Conditions 

